


RS485A   X38/X39 (3)          –

RS485B  X38/X39 (2)          –

DC in +12...24V  X36/X37 (+) X36/X37 (+)

DC in (-)   X36/X37 (-) X36/X37 (-)

Wiegand Out D1           –   X38/X39 (2)

Wiegand Out D0           –  X38/X39 (3)

Wiegand ground           –  X38/X39 (1)

Green LEDs (Opto-In 1)        –  X15/X17 (1)

Beeper (Opto-In 2)           –  X16/X18 (1)

Tamper Switch 1          –              –

Tamper Switch 2           –              –  
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Fingerprint biometric, PIN, iCLASS

RS485, Wiegand

1-to-1 verification, 1-to-many identification

Enrollment  <= 1 sec // Identification <= 1 sec // Verification <= 0.8 sec // FAR & FRR = Adjustable

Thin optical sensor, 500 dpi @ 8-bit per pixel, .55 x .87 in (14mm x 22mm) active area

500 or 3,000 user storage capacity, ~130 to 250 bytes size

NEMA 4 IP65-rated, resin-sealed hard plastic enclosure, single-gang mount, metal mounting plate

Indoor/outdoor

Input: 12 to 24V DC (24V DC recommended) // Max.: 420 mA @12V DC // Idle: 120 mA @ 12V DC

4.7 x 2.4 x 1.8 in (120 x 60 x 45 mm)

.85 lb (386 g)

32 to 122° F (0 to 50° C)

0 to 95%, non-condensing

Credentials

Host interface

Search modes

Response/reads

Fingerprint sensor

Templates

Mechanical

Installation

Power

Dimensions

Packaged weight

Operating temp.

Relative humidity
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  CONNECTORS ON DOOR UNIT
PURPOSE RS485   WIEGAND

 NOTE: RS485 for e-DATA Biometric Access Control only
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